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SIMPLE  RAILINGS WITH 
1"X1" SQUARE SPINDLES 
ON GALLERY AND STAIRCASES 
(AS INDICATED)
AT ROUGHLY 9' INTERVALS.

BROKEN STONE WALL (GROUND ROW) BROKEN STONE WALL (GROUND ROW)

GALLERY

GALLERY  TRACK (ABOVE IN GRID) WITH 4'-9" x 18' SLIDING WALL

PLATFORMING ON GROUND LEVEL UNDER THE ENTIRE 
GALLERY IS THE SAME SHAPE (4.25" OFF THE DECK)

HAMMERBEAN SUPPORT DETAILS
(ABOVE) AT TOP OF VERTICAL POSTS
IN CENTER SECTION ONLY

NOTE: ONLY THE 6" x 6" VERTICAL POSTS THAT ARE MARKED IN RED 
MUST GO TO THE GRID, ALL OTHERS (IF STRUCTURALLY SOUND TO DO SO) 
COULD STOP AT THE GALLERY RAILING HEIGHT (130").

HINGED TUDOR PANEL (UNDER GALLERY) WILL 
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(WITH ARCHWAYS ABOVE)
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DS TUDOR/STONE PANELS 
WITH NICHES IN STONE FOR
PRACTICAL TORCHES 
(NO ARCHWAY ENTRANCES)

DS TUDOR/STONE PANELS 
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PRACTICAL TORCHES 
(NO ARCHWAY ENTRANCES)

+0"

-24" -24"

-28"

+0"

-28"

GALLERY

LANDING

+0"

+9"

+18"

+27"

+45"

+54"

+63"

+72"

+81"

+99"

+99" +99" +99"

+99" +99"

3'-1"

+99"
+81"+90"

ES
C

AP
E 

ST
AI

R
S

(S
LI

G
H

TL
Y 

SH
IP

 S
TY

LE
)

EMBEDDED STEP

+0"

2'-8"

+0"

-24"

+0"

+0"

+36"

+45"

+54"

+63"

+72"

+27"

+18"

+9"

+0"

3'-6"3'-6"

+18"

+27"

+36"

+90"

+36"

+90"

+9"

+54" +63" +90"
+45" +81"+72"

ARRAS (TAVERN)

RAMP DOWN

-24"

+0"

TAVERN CHANDELIERS
(ABOVE, PRACTICAL)

TAVERN CHANDELIERS
(ABOVE, PRACTICAL)

+0"

7'-8 1/2"

4'-0"
4'-0"

4'-10"

3'-2"

3
4

5
6

7
8

9
10

11
12

13
14

15
16

17
1

2

MD

SHEET

SHAKESPEARE THEATRE OF NEW JERSEY

DRAWING:

KIRBY THEATRE—DREW UNIVERSITY CAMPUS

SCALE:  1'-0" = 1/2"
DATE:  REVISED 4/19/12 (DRAFT 6, WITH NEW RAMPS)
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HENRY IV Part One, By William Shakespeare
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